








T271 Leather Rubbing Colorfastness Tester Applies to leather garment, leather bag, leather shoes and
etc which can produce mutual attrition action with oneself or human body clothings and produce fade

color phenomenon.

It is applicable to the performance verification of new products, quality control of the production
department, and the of material properties for the third-party testing organization, the product

performance verification laboratory, and the quality and technical supervisiondepartment, etc.
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G271 Leather Rubbing Colorfastness Teste— Field Application
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friction suite 500g

loading weight 500g

. Optional Accessories 'l

—
27103 27104
Standard friction felt (15x15) Rating card
Technical Parameters
Test mode: automatic The weight of press block :500g£10g
Test head area: 15mm x 15mm The Weight of friction head: 500g+20g
Material of fixture: stainless steel Weight:25kg
station: 1 Power:220V 50HZ
Stroke: 35+2mm Dimensions :400mmX400mmxX500mm




Standard Groups (HK) Limited

For more information, please visit our website or contact us by phone or email

Standard International Group (HK) Limited
Qinsun Instruments Co., Ltd

www.standard-groups.com Tel: 4008213149

24 hours' hotline service number: 400 821 3149 Mob: 185-0176-3637
Mail: : Info@standard-groups.com

Mail: info@ginsun-lab.com
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